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Telescopic 4x4 Wheel Loader * Capacity 1400kg



Perkins 403D Diesel Engine * Drive, Poclain Hydrostatic Wheel Motors * High &
Full Power Steering Rear Axle * Full Glass Cabin (Suspension Seat with Seat Belt
Full Road Lighting (Led Lights) * Electric Direction / Lift Joystick * Reverse Mirro
Reversing Camera * 3rd & 4th Auxiliary Hydraulics ® Tow Hitch + Electrics * Tyl

Various Fork Lengths: 1000mm (Standard) 1100mm « Bucket ® Overload Systel

Bucket Capacity:
Loading Capacity:

Max Driving Speed (I/11):
Fuel Consumption:
Engine Model:

Engine Power:

60°

30° /

1050kg

500mm | e

0.3m3
1400kg
8/16km/h
230g/kw/h
403D-15
20.9/24.6kw

4020mm

210

2930mm

Rated Speed:
Service Brake:

Net Weight:
Lifting Time:
Working Pressure:

1000mm 652mm 1720mm

Specification of machine can be changed without notice.



Low Switchable 4x4 (4x2 /4x4)

, Cabin Heater, Fan)
rs + Alarm ¢ Flashing Beacon
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m * Tyre Chains ® Foam Tyres
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1700mm
10kn
26*12-16.5
221/min

750kg (unbraked)
1250kg (braked)

2200/2800r/min Wheel Base:
Four Wheel Hydraulic Breakout Force:
Spread-Shoed Brake Tyres:
2800kg Oil Flow:
10s Towing Capacity:
21mpa
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Swikch Panel, 454, Lights, Heater Single, Convol Joystiek

info@agrimacuk.com
www.agrimacuk.com.co.uk

Reverse Camera £ Healer Vent

Electvic parking brake

Telescopic 4x4 Wheel Loader * Capacity 1400kg



